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TRASH & RECYCLING ENCLOSURE 30' W. x 23' L. WITH 2 -
10 FT. GATES. INSTALL 30' W. x 30' L. CONCRETE PAD.
SEE LANDSCAPE ARCHITECTS DRAWINGS FOR DETAILS.

OVERFLOW PARKING
(OPTIONAL 4 SPACES)

RAISED CROSSWALK

RETAINING WALL 1

OVERHEAD DOOR FOR
LOADING / UNLOADING

MOUNTABLE CURB AND  4 FOOT
STAMPED CONCRETE AROUND ISLAND

UPSWUNG MB832 MANUAL HAND OPERATED BARRIER
GATE (26 FOOT WITH RECEIVER) OR APPROVED EQUAL.

GENERATOR ENCLOSURE. SEE ELECTRICAL
PLANS FOR MORE INFORMATION.

C1.01

TERMINAL PAVEMENT EXHIBIT
NOT TO SCALE

2' WIDE TRUNCATED DOME  DETECTABLE
SURFACE AROUND PERIMETER. INSTALL

COLDSPRING TRUNCATED DOME GRANITE
PAVERS OR APPROVED EQUAL. INSTALL

ACCORDING TO MANUFACTURERS
RECOMMENDATIONS.

2' WIDE TRUNCATED DOME  DETECTABLE
SURFACE AROUND PERIMETER. INSTALL
COLDSPRING TRUNCATED DOME GRANITE
PAVERS OR APPROVED EQUAL. INSTALL
ACCORDING TO MANUFACTURERS
RECOMMENDATIONS.

PROPOSED BOLLARDS (TYP.)
COLOR TO BE APPROVED BY
OWNERS REPRESENTATIVE

PROPOSED BOLLARDS (TYP.)
COLOR TO BE APPROVED BY
OWNERS REPRESENTATIVE

B
ID
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 D
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TYPICAL BOLLARDS. SEE
DETAIL ON SHEET C7.08.

TYPICAL BOLLARDS. SEE
DETAIL ON SHEET C7.08.

STAMPED CONCRETE. SEE
DETAIL ON SHEET C7.05.
PROVIDE 1 FOOT SMOOTH
BAND AROUND PERIMETER.

RETAINING WALL  2

www.wendelcompanies.com

Wendel WD Architecture, Engineering, Surveying and
Landscape Architecture, P.C.

REMOVE AND REPLACE EXISTING ASPHALT AND CURB AND GUTTER ON
BOB BILLINGS PARKWAY. REMOVE ASPHALT TO CENTERLINE OF LANE.
PROVIDE TRAFFIC CONTROL PER MUTCD AND CITY OF LAWRENCE.REMOVE AND REPLACE EXISTING CONCRETE

SIDEWALK AS NEEDED TO INSTALL UTILITY.

REMOVE AND REPLACE EXISTING CONCRETE
SIDEWALK AS NEEDED TO INSTALL UTILITY.

REMOVE AND REPLACE EXISTING CONCRETE SIDEWALK
AND WALL AS NEEDED TO INSTALL UTILITIES.

COORDINATE INSTALLATION OF PIER FOUNDATION
WITH DECORATIVE TOWER ENGINEER.

COORDINATE INSTALLATION OF
PIER FOUNDATION WITH
DECORATIVE TOWER ENGINEER.

ART INSTALLATION. ELECTRICAL
CONDUIT AND 6" SLAB REQUIRED

October
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